N NO. AND TYPE OF POST
SIG FOR SIGN WIDTH (W)
1 T 1 1 DEPTH H
(D) 12 | 18 | 24 | 30 | 36
I | | | | o (300)| (450)| (600) | (750)| (900)
5'-0" (1.5 m) A A A A A
RN 5-6" (1.7 m) A A A A A %6 (M8) Bolt
6'-0" (1.8 m) A A A A B
0.25W 0.50W 0.25W 18 6'-6" (2.0 m) A A A A B
7'-0" (2.1 m) A A A A B
(450)
7'-6" (2.3 m) A A A A B
1 8'-0" (2.4 m) A A A A B
3009 8'-6" (2.6 m) A A A B B
T min. T 9'-0" (2.7 m) A A A B B
5-0" (1.5 m) A A A A B
A a. hole
Ground surface 60" (1.8 m) A A A B B w
,, 676" (20m) A A A B B |
(600) | 10" (2.1 m) A A A B B
7'-6" (2.3 m) A A A B B
< o 80" (2.4 m) A A A B | 2A /‘
| | e | | | | <= 86" (2.6 M) A | A | B | B | 2A
> S > >
FlE [l 9'-0" (2.7 m) A A B B 2A
'l gz || || EE
| | ey | | | | = 5'-0" (1.5 m) A A A B B
olZ ! i 5'-6" (1.7 m) A A A B | 2A
| Lo | | blo 60" (18m | A | A | A | B | 2A @
= = 30 6'-6" (2.0 m) A A A B | 2A
|_| B |_| |_| B (750) | 170" (21 m) A A B B | 2A
7'-6" (2.3 m) A A B B | 2A
8'-0" (2.4 m) A A B B | 2A
8'-6" (2.6 m) A A B | 2a | 2A
ONE POST INSTALLATION TWO POST INSTALLATION Ot A LA L2 LA
SO s T T T DETAIL OF MOUNTING SIGN TO POST
0" (15 m
576" (1.7 m) A A B B A NOTE: Minimum of 2 bolts per post required.
6'-0" (1.8 m) A A B B | 2A
3¢ 66" (20m) A A B | 2a | 2A
(900 | 770" (2.1 m) A A B | 2a | 2A
7'-6" (2.3 m) A A B | 2a | 2A
W =075_ . 8'-0" (2.4 m) A B B | 2a | 2A
8'-6" (2.6 m) A B B | 2a | 2B
90" (2.7 m) A | B | 22 | 2a | 2B GENERAL NOTES
A DESIGN: Current AASHTO Standard Specifications for
= - 5'-0" (1.5 m) A A B 2A 2A Structural Supports for Highway Signs, Luminaires
I 5'-6" (1.7 m) A B B 2A 2A and Traffic Signals.
a} 6'-0" (1.8 m) A B B | 2a | 2A
) 66" (2.0 m) A B A A JB LOADING: for 60 mph (95 km/h) wind velocity with
4|_ " - .
o ZOm) 770" (2.1 m) A B oA oA B 30% gust factor, normal to sign.
7I'6” (2.3 m) A B 2A 2B 2B SOIL PRESSURE: Minimum allowable soil pressure
8-0 22-4 m; A | B | 2A | 2B | 2B 1.25 tsf (120 kPa).
8'-6" (2.6 m B B 2B | 2B | 2B
For diamond shaped sign with side S as shown, 9'-0" (2.7 m) B 2A | 2B | 2B | 2B See Standard 720011 for details of Types A and B
use required post size for a sign with W = 0.7S posts.

and D = 1.4S.

All dimensions are in inches (millimeters)
unless otherwise shown.

REVISIONS APPLICATIONS OF TYPES

Illinois Department of Transportation 1-1-09 Switched units to
@ English (metric). A & B MHAL POSTS
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